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ELement x iso32 clear
Hydraulic oil

ELement x iso32 Fluide 
hydraulique transparent

Batch # A 211501

Due to an oil supply issue encountered last 
January, an interchangeable base oil (BOI) was 
used as a substitute which has a yellowish 
darker color. This is the reason why a recent 
shipment to our Benson Auto Parts Distribution 
Center has had this color.

Only the color of the oil suffered the change 
and not the quality of the product. Be assured 
that the level of performance and wear 
protection are not affected.

Batch # A 211501 results:

•	 Viscosity @ 40°C = 32.1 cSt
•	 Viscosity @ 100°C = 5.70 cSt
•	 Viscosity Index = 119
•	 Density @ 15°C = 0.8576 Kg/L 
 
 
 

Recette #A 211501

Suite à une situation concernant 
l’approvisionnement du pétrole en janvier 
dernier, une base d’huile interchangeable a 
été utilisée comme substitut et celle-ci est 
d’une couleur jaune plus foncé.  C’est pour 
cette raison que l’huile livrée chez notre centre 
de distribution Benson Pièces d’Auto a cette 
couleur.

Seule la couleur de l’huile a changée et non la 
qualité du produit.  Nous vous assurons que le 
niveau de performance et la protection contre 
l’usure ne sont pas affectés. 

Résultats de la recette #A 211501 :

•	 Viscosité @ 40°C = 32.1 cSt
•	 Viscosité @ 100°C = 5.70 cSt
•	 Index de viscosité = 119
•	 Densité @ 15°C = 0.8576 Kg/L
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