
AC Delco advantage Brake 
Pad & Rotor Burnishing

BRUNISSAGE DES PLAQUETTES
DE FREINS ET DISQUES
AC DELCO ADVANTAGE

Caution: 
Road test a vehicle under safe conditions 
and while obeying all traffic laws. Do 
not attempt any maneuvers that could 
jeopardize vehicle control. Failure to 
adhere to these precautions could lead 
to serious personal injury and vehicle 
damage.

Caution: 
Refer to Brake Dust Caution.

Burnishing the brake pads and brake rotors is 
necessary in order to ensure that the braking 
surfaces are properly prepared after service has 
been performed on the disc brake system.

This procedure should be performed whenever 
the disc brake rotors have been refinished or 
replaced, and/or whenever the disc brake pads 
have been replaced.

1.	 Select a smooth road with little or no traffic.
2.	 Accelerate the vehicle to 48 km/h (30mph).

Important: Use care to avoid overheating 
the brakes while performing this step.

3.	 Using moderate to firm pressure, apply the 
brakes to bring the vehicle to a stop. Do not 
allow the brakes to lock.

4.	 Repeat steps 2 and 3 until approximately 20 
stops have been completed. Allow sufficient 
cooling periods between stops in order to 
properly burnish the brake pads and rotors.

Avertissement: 
Faites l’essai d’un véhicule en toute sécurité 
et suivez toutes les lois de la circulation 
de la route.  N’essayez pas des manœuvres 
qui pourraient compromettre le contrôle 
du véhicule.  Suivez ces consignes pour 
éviter des blessures et du dommage au 
véhicule.

Avertissement: 
Référez-vous à l’avertissement concernant 
la poussière de frein.

Le brunissage des plaquettes et disques de frein est 
nécessaire afin d’assurer que les surfaces de freinage 
sont préparés correctement après que le service a été 
effectué sur le système de frein à disques.

Cette procédure doit être effectuée à chaque fois que les 
disques de frein sont remis en état ou remplacés, ou à 
chaque fois que les plaquettes de freins sont remplacées.

5.	 Choisissez une route lisse avec peu ou pas 
de trafic.

6.	 Accélérez le véhicule à 48 km/h (30mph). 
Important: Faites attention de ne pas 
surchauffer les freins lors de l’exécution 
de cette étape.

7.	 À l’aide d’une pression modérée ou forte, 
appliquez les freins pour arrêter le véhicule. 
Ne laissez pas les freins verrouiller.

8.	 Répétez les étapes 2 et 3 approximativement 
20 fois. Laissez des périodes de 
refroidissement suffisantes entre les arrêts 
afin de brunir les plaquettes de freins et les 
disques correctement.
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